EVA#1427

TEST REPORT METHOD RESULT
COLOR FASTNESS TO LIGHT ISO 105 - B02 5
(DRY) WARP 4
(DRY) WEFT 4
COLOR FASTNESS TO RUBBING ISO 105 - X12
(WET) WARP 4
(WET) WEFT 4
WARP PASS
TENSILE STRENGTH ISO 13934
WEFT PASS
WARP PASS
TEARING STRENGTH ISO 13937
WEFT PASS
PILLING RESISTANCE ISO 12945 PASS
WARP PASS
DIMENSIONAL CHANGE AFTER 1 WASH 1ISO 5077
WEFT PASS
WARP PASS
SEAM SLIPPAGE ISO 13936 - 2
WEFT PASS
ABRASION RESISTANCE (RUBS) 1ISO 12947 - 2 20,000
USAGE (mslgvu)
UPHOLSTERY Curtain PILLOW
uwastmos u Uaonkuou
SPECIAL FEATURE SYMBOLS  (@ryanunintuauuawiny)
Sanitized Anti Dustmites Dust Proof Dirt Q Anti Odor
Aulsu JovAunu Audou JdovAunau
GREEN PRODUCT Anti Microbial m Water Repellent OEKO-TEX®
10uDasAUAvINadOU JovAudos S a:riouth STANDARD 100

CARE INSTRUCTIONS

Machine Wash Hot at Max 60°C
sningovdogthguanukniluiAu 40°C

Iron Medium
ZalagldAwsouuiunaio

D

(Msquasnu)

Do Not Bleach
Fuldanswonud

Tumble Dry Low Heat
Ju-aunRodaeanukndch

Dry Clean, Any Solvent Except Trichloroethylene, Gentle Cycle
sankvlaglBaora:ansld sniSuans Trichloroethylene lla:dunkodigfidavdauda
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POSSIBLE USAGE
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Commercial Property Office
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